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= Easy to follow User Guide
= 240/12V battery charger
= 5m serial data lead

= USB serial adaptor

Inbuilt battery ———

i technology and
systems

[TTTTIReader inbuilt BT only
[[TITTIITReader inbuilt BT and scale external BT dongle

Bright LED light to alert when unit is ON

Serial data & battery charging port

8 x Pre-drilled holes for easy mounting and removal

Easy removable box for downloads and battery charging

Model 6102
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v Reads all NLIS devices (ear tags and rumen pellets) = Weight: Model 6102 reader 11kg, antenna 26kg
v Compatible with all major scales and software = Power: Model 6102 inbuilt rechargeable
v" Built especially for the livestock industry (robust and reliable) 2 X 12V 7AMP LEAD ACID batteries
v No need to tune = Weight: Model 6101 no batteries, reader 5kg, antenna 26kg
v Use in all weather conditions - gm;veg: Moqtel ?\1101 requires external power source
bt h . . : L] ata Security: No memo
:: Blstlnctlve tones an_d very bright LED’s identifying a device read «  Antenna sizg: 1200mm )2y600mm
p to 10 hours continual use from one full charge «  Operating Temperature: -10[Q1to +60[0
v" Removable reader for easy downloads and charging = Operating Frequency: 1'34.2 kHz HDX (half duplex)
V' Patented no null spot antenna design = Read Distance: Up to 1500mm
v" Sends RFID number direct to scale indicator, laptop or PDA = Read Speed: 100 milliseconds
v Seven day a week help line to original purchaser for first 12 months = Data Lead: 5m reader to computer serial data lead

(conditions apply)

This model is suitable for direct connection to scales,
computer or PDA. Has no memory.

= Data Interface: Serial RS232 or (optional Bluetooth),
Baudrate 9600, Data bits 8, Parity none, Stop bits 1
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= USB Adaptor: Part number 4047

= Cigarette lighter charger lead: Part number 4048

= Aluminium heavy duty reader case: Part number 4090

= Bluetooth dongle for computer - Serial: Part number 4058C

Bluetooth dongle for computer - USB: Part number 4058

Aleis terms and conditions apply and specifications are subject to change without notice
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- Bluetooth Model Numbers
- 8152BT:
. 8152BTSD:

Where full automation is required for reading rumen pellets or
ear tags on animals of all sizes, moving at any speed, in single file.
For best results, mount on timber panel for race or loading ramp.

If tag file bucket
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[CEasy to follow User Guide Bluetooth Model Numbers
[CDR40/12V battery charger 9162BT: Reader inbuilt BT only
[CBbm serial data lead 9162BTSD: Reader inbuilt BT and scale external BT dongle

[CUSB serial adaptor

Where full automation is required for reading rumen pellets or
ear tags on animals of all sizes, moving at any speed, in single file.
For best results, mount on timber panel for race or loading ramp.

Order read/ total count in current session

Bright LED lights

Visual RFID & NLIS number
Alert indication lights

Full menu

Scroll keys

F1 Start New Session | . prrm e
F2 Start Reading
F3 Finish/End Reading

F4 Enter data
against animal

Date, time & battery status indicator
Full alpha numeric keypad with large keys

ON / OFF

Serial data & battery
charging port

Inbuilt battery
Removable box

for easy removal
and battery charging
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8 X Pre-drilled
holes for easy
mounting

Model 9162

FEATURES & BENEFITS

SPECIFICATIONS

[_Reads all NLIS devices (ear tags and rumen pellets)

[_Compatible with all major scales and software

[ User friendly Aleis DataLink NLIS transfer software

[ Built especially for the livestock industry (robust and reliable)

[No need to tune

[ Wse in all weather conditions

[Up to 10 hours continual use from one full battery charge

[Distinctive tones and very bright LED’s identifying a device read and stored

[ Will NOT duplicate animal RFID in current session unless selected

[—$imple upload through Aleis DataLink of tag file bucket into reader where
NLIS numbers and lifetime traceability can be viewed

[Up to 100,000 RFID Storage or up to 40,000 full data records

[Up to 1,000 sessions with a max of up to 4,000 RFID’s per session

[ %4 X 16 character data entry fields

[Up to 5 templates can be pre-set on reader

[—Alert messages and comparisons

[ Ability to clear the visual memory from the reader

[Reads and stores RFID number for easy download later or

[$ends RFID number direct to scale indicator, laptop or PDA

[_Seven day a week help line to original purchaser for first 12 months
(conditions apply)

[ Weight: Model 9162 reader 11kg, antenna 26kg

[1 Power: Model 9162 inbuilt rechargeable
2 X 12V 7AMP LEAD ACID batteries

[ Weight: Model 9161 no batteries, reader 5kg, antenna 26kg

1 Power: Model 9161: requires external power source

[1 Data Security: Non-volatile memory ensures all stored
RFID’s and data are safe even if battery goes flat

1 Dual memory backup function

[1 Antenna size: 1200mm X 600mm

[1 Operating Temperature: -10[to +60[d

[1 Operating Frequency: 134.2 kHz HDX (half duplex)

[] Read Distance: Approx 1500mm

[C1 Read Speed: 100 milliseconds

[] Data Lead: 5m reader to computer serial data lead

[] Data Interface: RS232 or Bluetooth (optional extra),
Baudrate 9600 to 115200, Data bits 8, Parity none, Stop bits 1

[1 High speed data transfers

OPTIONAL EXTRAS

[1 USB Adaptor: Part number 4047

[ Cigarette lighter charger lead: Part number 4048

[] Aluminium heavy duty reader case: Part number 4090

[1 Bluetooth dongle for computer - Serial: Part number 4058C

[] Bluetooth dongle for computer - USB: Part number 4058

Aleis terms and conditions apply and specifications are subject to change without notice
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